






BNC Insulated Crimp Bulkhead Jack

One piece machined brass body with insulated threads to isolate the

connector from the panel.  Crimp centre contact with crimp sleeve.

Supplied with tooth washer and nut.

Description:

Straight Adapter B’Head Female-Female Part No: 1323529INS 

Wood Communications offer many more types of connectors for a wide

variety of Coaxial cables Call today and we will do our up most to find

your connector requirements Phone: 01-4264000 Now.
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Coaxial Cables & Connectors

Crimp Plug, Series Adaptors, Bulkhead Jack 

BNC Y Crimp Plug

Allows cables (with straight cable entry) to

be crimped to one plug.  Full crimp design has

crimp centre contacts and crimp sleeves.       

Description

Y-Adapter

Part No. BNC26

F CRIMP PLUG/Coupler

Description: F Type 

Compression Connector RG6

Part No: 89-055 

Description: F Type Coupler

Part No: TOF59C

T0F59C89-055 

Between Series Adaptors

Description: BNC Male- RCA Female Adapter Part No. BSA1

Description: BNC Female –RCA Male Part No. BSA2
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Coaxial Accessories 

Coaxial Cables & Connectors

Ratchet Coaxial 

Crimp Tools

Description:

Yellow Handle Crimp

Tool (RG58,RG59)

Part No: ASP01 

Description:

Green Handle Crimp

Tool (RG58, RG59,

CT100, CT125)

Part No: TOOL2 

Description:

Black Handle Crimp

Tool (RG11

Part No: TOOL3

TOOL2 ASP01

TOOL2 

Outer Crimp Tool

Outer Crimp Tool 6A

Part No: 55AR0001

Die Sets for Outer

Crimp Tool Pliers 6A

Die Set for

BT2002/RA7000

Part No: 55AR0052

Die Set for

BT3002/TZC75024

Part No: 55AR0055

Many other 

options available
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Coaxial Stripping Tools

Coaxial Cables & Connectors

Coaxial Stripping Tools 

Three blade tool strips the cable jacket blade

and insulator in one operation simply by

inserting the cable and rotating the stripper

clockwise 3-6 times.  Suitable for cable types:

RG58, RG59, RG62,

Part No. HT312A

Cable Stripper

Description 

9A Cable stripper complete with cam and guide for BT3002

Part No. 5000416

D Connectors

Electrical Specifications:

Current Rating 5 Amps (1 Amp for IDC Version)

Dielectric Withstanding Voltage AC500V min. (for 1 minutes)

Insulation Resistance 1000ø min. (at 500VDC)

Contact Resistance 15mø max. Mated

Working Temperature 55oC-105oC

Mechanical Specifications

Insulator Material Polyester resin and glass fibre

reinforced (UL94V-0)

Contact Material Plug - brass / Socket - phosphor

Contact Finish Gold over Nickel

D ADAPTORS (Gender Changers) 

Low Profile Standard D Adaptors

Low profile D adaptors with a depth of 18mm.

Female-female versions have female hardware on each side,

and male-male versions have female and male hardware.

Shells are tin plated with dimples on the male version.

Contacts are gold plated, and each connector has a blue

insulator.

Description Part No. 

9 Way Male-Male GCM09MM

9 Way Female-Female GCM09FF

15 Way Male-Male GCM15MM

15 Way Female-Female GCM15FF

25 Way Male-Male GCM25MM

25 Way Female-Female GCM25FF

37 Way Male-Male GCM37MM

37 Way Female-Female GCM37FF
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Adaptors, Printer Cables, Extension Cables

Coaxial Cables & Connectors

9 to 25 Way Adaptors 

Description

9 Way Male - 25 Way Female

Part No. GC9M25F

Description

9 Way Female - 25 Way Male

Part No. GC9F25M

Description

9 Way Female - 25 Way Female

Part No. GC9F25F

Description

9 Way Male - 25 Way Male

Part No. GC9M25M

Parallel Printer Cables

25 way D male and 36 way centronics male.

Shielded grey Molded leads with 25 core 28

AWG wire on 2-5 metre version, and 24

AWG on 10 metre leads.  The Molded D

hood has long thumbscrews.

Length (mtr.) Part No. 

1.8 RC3001

3 RC3003

5 RC3005

7 RC3007

D25 Shielded Extension Cables

All 25 lines connected.  Shielded, Molded leads 

with long thumbscrews.

Gender Length (mtr.) Part No.

Male to Male 3 RC3123

Male to Male 5 RC3124

Male to Male 7 RC3125

Male to Female 3 RC3133

Male to Female 6 RC3134

Male to Female 7 RC3135

Additional lengths available to order.
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Modem Cable Assembly,  VGA Monitor Cable, USB Cable 
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Coaxial Cables & Connectors

AT Modem Cable Assembly

D9 female - D25 male.  Shielded, Molded 

leads with long thumbscrew

Length (mtr.) Part No.

2 RC3211

Additional lengths available to order.

VGA Monitor Cable

High density D15 moulded.  

Male to female.

Length (mtr.) Part No.

2 11.01.65.18

3 11.01.65.30

6 11.01.65.60

10 11.04.5310

20 11.04.5320

30 11.04.5330

50 11.04.5350

Additional lengths available to order.

USB Cables

Usb A-B Cables

Length (mtr.) Part No.

1.8 11.02.90.18

3 11.02.90.30

Additional lengths available to order.

Telco Drop Cable

Supplied in male-male standards with hoods.  Custom lengths

or assemblies can also be supplied.  Standard 5 drop cables

use 25 pair AWG solid cable.

Description Part No. 

Telco 1 mtr Male/Male Lead TELCOMM1

Telco 2 mtr Male/Male Lead TELCOMM2

Telco 3 mtr Male/Male Lead TELCOMM3

Telco 4 mtr Male/Male Lead TELCOMM4

Telco 5 mtr Male/Male Lead TELCOMM5

Telco 1 mtr Female/Female Lead TELCOFF1

Telco 2 mtr Female/Female Lead TELCOFF2

Telco 3 mtr Female/Female Lead TELCOFF3

Telco 4 mtr Female/Female Lead TELCOFF4

Telco 5 mtr Female/Female Lead TELCOFF5

Wood Communications have an ISO9002 Quality Approved Cable and Harness Division.  

If you have a specific requirement please contact our Sales Office 

with details of the cable harness (leads) required.


