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s & S/IFTP PATCHCORDS KRONE

ADC KRONE CAT6 RJ45 KM8 UTP

The requirement for data transfer is mission critical for business success.TrueNet Category 6 KM8 patch cords offer high performance and
Flexibility. Impedance matched for use in TrueNet structured cabling systems, the KM8 patch cords exceeds all performance requirements
for Category 6.The plug is designed with an integrated strain relief boot that prevents the cable from moving at the termination point when
the cable is flexed, safeguarding circuit integrity and guaranteeing maximum performance.
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: ADC KRONE TrueNet Copper Ten UTP/STP Modular
KRONE Keystone Jack & Copper Ten Modular CATé6a Patch Panel

/ \ ADC KRONE TrueNet Copper Ten RJ45 UTP and STP Modular Keystone Jack.

The CopperTen jack is a core component of the CopperTen solution and utilised at the
outlet and within the patch panel. This component supports |0Gigabit Ethernet over
unshielded copper to a full 100mtrs up to 500MHz. ADC KRONEFE'’S high performance jack
together with carbon cap to mitigate alien cross talk have produced a leading edge
component necessary to deliver the high performance demand for tomorrows network
applications, backed by the TrueNet system Warranty.

Description Part No.
CAT6a keystone UTP Jack IDC Punchdown (Black) 6830/1/885/04
Description Part No.
CAT6a keystone STP KM8 Jack (Black) 6830/1/810/04

Keystone Shutter Required for CAT6a Modules. CopperTen UTP Mini Pod
Distribution boxes also available in 4 and 6 Ports.

ADC KRONE TrueNet Copper Ten Modular CATé6a Patch Panel
The CopperTen unshielded (UTP) patch panel is a core
component of the CopperTen solution. The ADC KRONE
CopperTen product addresses all the challenges put in front of
it with regards to transmitting at such high frequencies. This
involved electrical changes to the jack and the introduction of a
carbon cap alongside the use of a plastic 19” |U housing to
deliver the full 24 ports. This panel has an added option of an
innovative cable management system that clips into the panel
and grips the cable, which allows for fast installation and
protection.

Description

Copper Ten CAT6a 24 port Modular patch panel

Part No

6527/1/743/00 k /
Description

Clip and Grip cable management (Pack 4)
Part No

7022/3/153/00
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ADC KRONE TrueNet Copper Ten CAT6a Patch Cords KRONE

The CopperTen Unshielded (UTP) patch cord is used at the work area or in the Data
Centre/Communications room. The patch cord is designed to reduce insertion loss and alien crosstalk
measurements that are prevalent at the high frequencies associated with 10 Gigabit Ethernet.

TrueNet® CopperTen™ Patch Cords

The CopperTen Unshielded (UTP) Patch Cord
is used at the work area or in the Data Centre/
communications room.

The patch cord is designed to reduce insertion
loss and alien crosstalk measurements that are
prevalent at the high frequencies associated
with 10 Gigabit Ethernet.

The high performance plug is designed with an
integrated strain relief boot that prevents the
cable from moving at the termination point
when the cable is flexed. The strain relief boot
also ensures that the correct bend radius

is maintained.

The copper conductors held within the cable
pairs are stranded for superior flexibility.

Features e
y’l.
e Supports 10 Gigabit Ethernet over unshielded ' ".4/’,-/

copper to a full 100m up to 500MHz

* Exceeds the requirements of IEEE 802.3an
(10GBASE-T) and channel requirements
of ISO/EC 11801:2002 amendment/
channel requirements

» Superior cable flexibility from stranded cores

* Boot maintains correct bend radius to
ensure maximum performance

* Maximises productivity levels with 10 times
the data throughput of Category 6

e True future proofing for tomorrow’s
network applications

» Covered by TrueNet System Warranty

Ordering Information

Description Description Catalogue Number

Augmented Category 6 Patch Cord Blue LSZH UTP 1.0m 6645-2-827-04
Blue LSZH UTP 2.0m 6645-2-827-07

RJ45 plug to RI45 plug, T5688 Blue LSZH UTP 3.0m 6645-2-827-10
= Blue LSZH UTP 5.0m 6645-2-827-15
Blue LSZH UTP 7.5m 6645-2-827-25

Blue LSZH UTP 10m 6645-2-827-33
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Contact ADC KRONE for additional cable colours and lengths.
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CAT5e Patch Panels Economy Range

These panels are very popular & can be used for voice or data CAT5e Applications.

Description Description

Woodcomm 24 Port UTP Patch Panel CAT5e Woodcomm 48 Port UTP Patch Panel CAT5e
IU IDC punch down patch panel (100MHz). 2U IDC punch down patch panel (I00MHz)
Part No. Z24PP Part No. Z48PP

|
Woodcomm 24 Port
Coupler-Coupler Patch Panel CAT5e
Part No. 24CPPANEL

CABLE MANAGEMENT UNITS
19” Cable Management |U.
Description

IU Metal Jumper Bar 9 Ring
Part No. CTBI2B

Description

IU Plastic Jumper Bar 5 Ring
Part No. 9PAN203881
Description

IU ADC KRONE Jumper Bar 5 ring
Part No. 6527/1/006/01
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CAT5e & CAT6 Patch Panels Modules & Patch Cords

Woods offer a cost effective portfolio of products that, together,
provide solutions with performance in excess of the requirements for Cat5e & Caté

U Patch Panel (Excellent Cable Management feature)

* 24 port IU Patch Panel

* Finish is Semi-Gloss Black.

* KRONE LSA+ IDC terminations

* Supplied with a fixing and Earthing Kit and Adhesive label
field for individual port identification.

* Integral cable management tray

Description Part No.

Patch Panel Cat 5e UTP-16 Port 9PAN204331
Patch Panel Cat 5e UTP- 24 Port 9PAN204381
Patch Panel Cat 5e UTP- 32 Port 9PAN204361
Patch Panel Cat 5e UTP- 48 Port 9PAN204371
Patch Panel Caté UTP-24 Port 9PAN205231
Patch Panel Caté UTP-48 Port 9PAN20531 |

-

25x50 Modules

* Modular shuttered jack

* Low-profile design

* KRONE compatible IDC terminations
* Color coded terminations
* Labeling recess
Description

25x50 Cat 5e UTP Module
Part No. QUMODULES5e
Description

5X 50 Caté UTP Module
Part No. QUMODULE6

\_

LJ6C Outlet (22x37mm)
(Ideal for floor boxes)

* Fits industry standard LJ6C apertures
* Modular shuttered jack

* Low-profile design

* KRONE compatible IDC terminations
* Color coded terminations

* Labeling recess

Description

LJ6C Cat 5e UTP Module

Part No. QUCAT5ELJ6MOD

LJ6C Caté UTP Module
Part No. QUCAT6LJ6MOD
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Faceplate & Patch Cords

Faceplate & Accessories
* A range of Faceplate for 25x50
and 6c outlets
* Single and double Faceplate
measure 86x86mm
* Quad Faceplate measure 86x|46mm
¢ Material: ABS,VO-rated

 Colour: High gloss white
Description / \

50x50 Single (2 Position) Faceplate
Part No. QU50X50

Description

50x100 Double(4 Position) Faceplate
Part No. QU100X50

Description

12.5x50 Blanking Plate
Part No. QU 1/4
Description

25x50 Blanking Plate
Part No. QU1/2

Netmaster Cat5e Patch Cords
* High flexibility cable /

* Moulded strain relief
* Available in a range of lengths & colours

Ordering information

Netmaster Patch cords are available in the following colours:

Black, Grey, Red, Orange, Green, Blue, Yellow, violet, white

Lengths available include:

0.3m,0.5m, 1.0m, I.5m, 2.0m, 3.0m, 3.5m, 4.0m, 5.0m, 6.0m,7.0m,8.0m
10.0m, [5.0m, 20.0m, 25.0m,30m

Please specify the color and length required when ordering.

Part No.

001=Grey 002=Violet
003=Black 004=Red
005=Orange 006=Green
007=Blue 009=White
Example:

Col./ Woodcode/ Length
I.Imtr Blue RJ45-RJ45 = 007NB 00,
2.2mtr Grey RJ45-RJ45 = 001 NB200 k
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Patch Cords & Patch Cables

Netmaster Caté Patch Cords

Netmaster Patch cords are available in the following colours: Black, Grey, Red,
Orange, Green, Blue, Yellow, violet, white

Lengths available include:

0.5m(050) 1.0m(100) 1.5m(150) 2.0m(200) 3.0m(300) 4.0m(400)
5.0m(500) 8.0m(800) 10.0m(1000) 15m(1500) 20.0m(2000)

Starting Code = CAT6(length)(colour)

Part No. Example
CAT6100GREEN=IMTR CAT6 GREEN
CAT62000GREY=20MTR CAT6 GREY

CAT5e Cable
* Supplied in 305m boxes ¢ Independently verified performance e Available with PVC or LSOH sheath
Large volumes available from stock. Same day delivery. WWood Communications also provide a specialist assem-
bly service.We can manufacture a lead to any length. Please ask our sales desk for details

Description Part No. Description Part No.
CAT5e UTP Solid Conductor 305mt  QUCATSEPVC CAT5e UTP Solid Conductor LSOH 305mt QUCATSELSZH

| CAT6 UTP Solid Conductor 305mt ~ QUCAT6PVC | | CAT5e FTP Solid Conductor PVC 305mt 8060 |

~

Category 5e Patch Cable 701008M Series
Stranded Category 5e patch cable. ldeal for making your own Patch Cords
for RJ45 Plugs. Sold per metre in the following colours:
Grey Black Green Blue Red Orange Yellow
Just phone (01) 4264000 Quote 701008m and the colour you require.
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