










Product Series 
170 Fibre Type Fibre’s Description

171STXB MM 1 1 channel video only transmitter, camera mount

X-Net 173SRXC MM 1 3 channel video receiver

Multimode Single Channel Video only

XNET
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D12Di Secure FixDome

FixDome camera with two individually adjustable lenses and megapixel resolution. The design is perfect for the discrete surveil-

lance of buildings and facades. Standardly equipped with different lens combination. Integrates all MOBOTIX Functions.

Features

• Dual Dome camera with brilliant image quality   
during day and highest sensitivity at night thanks to 
two individual sensors for colour and B/W.

• 180 Degree panorama with 2.5 megapixels
• PIR Sensor for Motion detection in the dark
• Microphone and speaker with full audio 

functionality(VOIP and SIP telephony, including Video SIP)
• Integrated ISDN So Connection (telephony,Internet)
• Integrated Switch Functions (2xinputs, 2 xoutput), RS232
• Outdoor Wall mount(IP65), Space for expansion modules.

Features

• Lenses available from super wide-angle(90degrees)
to tele(15degrees)

• Exposure time 1 lux at 1/60 sec, 0.05 lux at 1 sec
• Vandalism set consists of stainless steel ring(polished, 

matt,powder coated) and reinforced dome
• On wall set features concealed cabling and space for 

expansion modules(batteries,UMTS,WiFi, etc)
• Outdoor wall mount(IP65) with space for expansion   

modules

Indoor/ Outdoor Dome camera(IP65) with exchangeable
lenses and opitional vandalism, on wall and in-ceiling sets.

D122Di Secure 

FixDome Camera

CCTV

Q22 MOBOTIX ultra-compact, 

weatherproof IP-Dome camera 

is so inconspicuous that many do not recognize
it to be a camera. Thanks to its 360° allround
view, the camera can monitor and record, 
event-driven, an entire room.

Part No.  Q22
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M22M

High-quality security camera with megapixel resolution(1280 x 960 pixels) and a digital zoom, a frame rate of 30 VGA images (640

x 480 pixels) per second, video recordings via a ring buffer and all the convenient MOBOTIX functions for video surveillance.

Features

• Outdoor camera(IP65)with exchangeable lenses for 
indoor/outdoor use, available as day or night version

• Lenses available from Super Wide-Angle(90degree) 
to tele(15degree)

• Exposure Time 1 lux at 1/60sec, 0.05 lux at 1 sec.
• Microphone and speaker with full audio functionality

(VoIP and SIP telephony, including Video SIP)
• Universal wall/ceiling mount perfectly Cover RJ45 outlet 

and conceals the cabling.

Features

• Dual outdoor camera(IP65) with brilliant image quality during the day 
and highest sensitivity at night thanks to two separate image sensors 
for colour and B/W

• Ideal for challenging lighting conditions or IR Lighting
• PIR Sensor for motion detection in the dark
• Microphone and speaker with full audio functionality (VoIP and SIP 

telephony, including Video SIP)
• Integrated ISDN SO connection (Telephony, internet)
• Integrated switch functions(2 x input, 2x output), RS232
• Concealed cabling for RJ45 wall outlet

High-quality security camera with megapixel resolution(1280 x 960 pixels) and a digital zoom, a frame rate of 30 VGA images (640
x 480 pixels) per second, video recordings via a ring buffer and all the convenient MOBOTIX functions for video surveillance.

M12D

CCTV
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Environmental Monitoring Device InterSeptor

Network Environmental Monitoring

Effective monitoring of IT environments is critical to any successful business continuity strategy. InterSeptor provides a

sophisticated, yet cost-effective method of remotely monitoring temperature, humidity and a whole variety of other status

conditions including water leaks, smoke, UPS, generators, voltage and security. InterSeptor is a 10/100 Ethernet device that

can be monitored via the network. High and low critical/warning thresholds may be set to ensure early notification of air

conditioning failure and other potentially disastrous environmental problems

Interceptor – Key Features

• Remote temperature/humidity monitoring across the Ethernet network
• Provision to connect 2x Go-Probe interceptor sensors (water, smoke, security, etc.)
• Capacity to connect additional temperature/humidity sensor and 2 further Go-Probe sensors
• 10/100Mbps auto-sensing
• Monitoring via web browser or SNMP network management system
• Email alarm notification with optional SMS and voice alarm messaging via our Alert Centre services

CCTV
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Interceptor  Monitoring Devices

Jacarta interceptor 

Part No Description Cable Length

IS01UK InterSeptor (with Temperature and Humidity Sensor)

ISTS Temperature Sensor 2

ISTS18 Temperature Sensor 18

ISTH Temperature/Humidity Sensor 2

ISTH18 Temperature/Humidity Sensor 18

Water Detector

IS3WD4 Water Detector with 3m of Leak Sensor Cable 4

IS18WD4 Water Detector with 18m of Leak Sensor Cable 4

ISSS4 Security Sensor 4

ISSS18 18

ISVS4 Voltage Sensor 4

ISVS18 18

ISSD4 Smoke Detector 4

ISSD18 18

ISDC4 Dry Contact Cable 4

ISDC18 18

ISAC01 Alert Centre Annual Subscription per interSeptor

Optional Equipment

Go-Probe Sensor Options

CCTV
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Infra Red Lamps

A full range Ganz IR’S available please ask our sales staff for more information.

ON

OFF
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Video Intercom/Test Equipment

Video Intercom

• Hands Free
• Easy To operate
• Clear Video / Audio
• 2 Wire Installation

• Compact Hand Held Battery Powered Tester
• Field Service Monitor with Integral 2.5” TFT LCD Colour Screen
• Video Signal Generator – Test Bar or Red, Blue & Green Screens
• PTZ Controller – Fully Controls Speed Dome Cameras with Variable Baud Rates
• PTZ Protocol Analyser – Displays Hexadecimal Command Code on Tx Data
• Multimeter – Measures Voltage, Current and Resistance
• UTP Cable Tester – Tests for Continuity,  Shorts, Polarity & Mis-Wires
• Supplied with Carry Case,  Rechargeable Batteries, Charger & Test Leads

Professional CCTV Portable Tester

Video Intercom Kits

Manufacturer Model No. Description

Panasonic VL-G201  Panasonic video intercom one to one only.

Rapport 11 Rapport II Professional Portable CCTV Tester

Rapport 11-Pro Rapport II Professional Portable CCTV Tester plus DVR

Genie LSM-413 4” LCD Test Monitor Kit
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Cabling & Accessories from Stock

Ref Description

RG59/100 75OHM COAX CABLE 100MTR COILS

RG11 RG11 COAX CABLE 75OHM PER MTR

CT125 CT125 COAXIAL CABLE

ECW5M 5PR POLY POLY CABLE PER MTR

ECW10M 10PR POLY POLY CABLE PER MTR

09502M BELDEN EQUIV 2PR SHIELDED PER MTR

EXT/CAT5M EXTERNAL CAT5E CABLE PER MTR

09504M BELDEN EQUIV 3PR SHIELDED PER MTR

9CAB000305 CAT5E CABLE 305MTR

VB102031                RG59 BNC PLUGS 75OHM

ASP01 RG59 BNC CRIMPING TOOL

HT312A                                  Rg59 Coax Stripping Tool

FIE4                                        4 CORE FIBRE OPTIC CABLE 62.5/125

FIE8                                         8 CORE FIBRE OPTIC CABLE 62.5/125

AL04 4 CORE ALARM CABLE 100MTR

AL06 6 CORE ALARM CABLE 100MTR

AL08 8 CORE ALARM CABLE 100MTR
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